
EGGER HOME
Design Flooring
Robust, water-resistant, 100%PVC free.
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Abrasion Method A

cork

+43 800 888 111
+41 41 349 50 05
00 800 4000 8800
+40 800 500 111

AT:
CH:
FR/ES/PT:
RO:

DE:
IT:
UK:

+49 800 344 3745
+39 800 78 25 54
+44 1434 600 126

Water-resistant

low emissions and pollutants
wood from sustainable forestry
no adverse impact on health in the living
environment

EGGER Holzwerksto�e Wismar GmbH & Co. KG
Am Haffeld 1
23970 Wismar

www.egger.com/qr-installation-clicit
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Optional GLUE DOWN

Drying Time
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Details:
www.egger.com

*KRL-methode: ≤ 75% RH BS 5325 / ≤85% RH NT Build 439 /
        ≤80% RH ASTM F 2170
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Notices of provisional status
These processing instructions have been carefully drawn up to the best of our knowledge. It is intended for information only and does
not constitute a guarantee in terms of product properties or its suitability for speci�c applications. We accept no liability for any
mistakes, errors in standards, or printing errors. In addition, technical modi�cations may result from the continuous development of
EGGER Floorings, as well as from changes to standards and public law documents. Subject to technical modi�cations and printing errors.

Remove within
a reasonable
time,
but no more
than 72 hours

‹ 72 hours
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